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*All measurements provided are approximate and based on shipping dimensions.

Features Standard Optional

Raising/lowering, chute rotation, and chute deflector hydraulically controlled ✓

Mechanically driven with shear pin protection ✓

Two stage centre gear drive, serrated ribbon augers ✓

Auger 28", impeller 11" depth with 5 scoop type blades ✓

Two 1.5" thick hardened skid shoes ✓

1⁄2" x 6" hardened steel reversible cutting edge ✓

Sidewalk chute ✓

Trackless yellow finish ✓

Reinforced auger flighting (same as our standard ribbon blowers) added for 
additional strength and longevity

✓

Gearbox has integral vent passage exhausted to a sealed enclosure near the 
gearbox mounting plate

✓

Breather eliminated to prevent freeze-up of traditional breathers ✓

Model Length* Width* height* weight*

51" Sierra Snowblower 72" (1829 mm) 51" (1296 mm) 86" (2184 mm)

60” Sierra Snowblower 72” (1829 mm) 60” (1524mm) 86” (2184 mm)

75" Sierra Snowblower 72" (1829 mm) 75" (1905 mm) 86" (2184 mm) 1700 lbs (771 kg)

84" Sierra Snowblower 72" (1829 mm) 84" (2134 mm) 86" (2184 mm) 1904 lbs (864 kg)


